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A GRERATAR




-

30x30
40x40
50x50
60x60
70x70
80x80
90x90
100x100
110x110
120x120
160x160

003.01
30x30
004.01 -
005.01 X
00601 XU
o07.01  00x60
008.01  70x70
009.01  80x80
010.01 90x90
011.01 100x100
012.01 110x110
016.01  120x120
Galvanised

Bare steel / Untreated

Stainless steel
Copper

003.04
004.04
005.04
006.04
007.04
008.04
009.04
010.04
011.04
012.04

30 003.03
40 004.03
50 005.03
60 006.03
70 007.03
80 008.03
90 009.03
100 010.03
110 011.03
120 012.03
Galvanised

Bare steel / Untreated

20MM FLANGE

30x30
40x40
50x50
60x60
70x70
80x80
90x90
100x100
110x110
120x120
160x160

ADNA Components

003.02
004.02
005.02
006.02
007.02
008.02
009.02
010.02
011.02
012.02
016.02

30 003.05
40 004.05
50 005.05
60 006.05
70 007.05
80 008.05
90 009.05
100 010.05
110 011.05
120 012.05
Galvanised

Bare steel / Untreated

100x100
110x110 011.N
120x120 012.N

Bare /Untreated steel
10mm flange



H
I Rivets - Solid and hollow rivets
N C
c A Lid Fitting
E I
150x150 150.200 150x150 150.K A
200x200  200.200 5 L
Galvanied/bare steel 10mm flange T @)
o ©
Hinges to collars used in production of europallets
Angle Hinge 1,00x250
C o
0
L F
80x80 80.H L
100100 100.H 80x80  80.100 . E
150450 150H 100x100 100100 L
Galvanised /bare steel Galvanised steel S

20mm flange

ADNA Components






Sheet gauge Weight
(mm) (L5))

2,00 0.940

Hinge a (mm)

Double-ended 2,00x400 400

HDE400

Sheet gauge Weight
(mm) (ka)

2,00 0.507

Hinge a (mm)

200

Double-ended 2,00x200

HIGH QUALITY,
ZINC-PLATED

CAINAIEOGE

OF FER




Machined hinge . .

Adjustable hinges Welding hinge T T S Built-in hmges

' y
on plate Eln e Adjustable hinges @20x100 H100 M16 MI16B
M16 M16P M2¢4  M2aW Mle  MloW with ball
80x80x3 ¥24x122 H122 M20 M20B

M20 M20W

M20 M20P J24 M12 MI12K
100x100x4 140x40 J30x146 H146

J27 M16 M16K
180x50

Bottom hinges with ball

30 M18 M18K
160x85

ADNA Components



POST FOOT SUPPORT
GALVANISED /2mm THICK

70mm x 70mm POST
HEIGHT 120mm ;
BASE 140mm x 140mm 070.BD

75mm x 75mm POST (3")
HEIGHT 130mm (5") ;
BASE 140mm x 140mm 075.BD

80mm x 80mm POST (3.1")
HEIGHT 130mm (5") ; 080.BD
BASE 140mm x 140mm

90mm x 90mm POST (3.5")
HEIGHT 130mm (5") ; 090.BD
BASE 160mm x 160mm

100mm X 100mm POST(4")

HEIGHT 130mm (5") ; 100.BD
BASE 160mm x 160mm

150mm x 150mm POST (5.9")

HEIGHT 210mm (8") ;

BASE 220mm x 220mm 150.BD

GALVANISED SPIKE
DRIVE-IN HOLDER

50mm x 50mm POST (2")

TOTAL HEIGHT 570mm (22.5") ;

TOP BOX HEIGHT 120mm 050.5
SPIKE HEIGHT 450mm

75mm x 75mm POST (3")

TOTAL HEIGHT 630mm (25") ;

TOP BOX HEIGHT 125mm 075.5
SPIKE HEIGHT 500mm (20")

100 mm x 100mm POST (4")

TOTAL HEIGHT 870mm

TOP BOX HEIGHT 125mm 100.S
SPIKE HEIGHT 770mm

ADNA Components

ANCHOR /POST FOOT AND
SPIKE ARE AVAILABLE AT
ANY SIZE
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